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Technical details

Nominal voltage  24 V

Nominal capacity  22 Ah/528 Wh

Internal resistance  ≤11 mΩ

End of charge voltage 29.4 V

End of charge current 220 mA

End of discharge voltage 23 V (by drive controller)

Charge Method  Max 0,25C, VV/VC

Max. continuous charge current 5,5 A

Nominal discarge current 11 A

Max. pulse discharge current 220 A / 10 sec

Discharge temp.  -20° ~ 50° C

Charging temp.  -10° ~ 50° C

Storage temp.  -10° ~ 50° C

Cycle life  500 x (50% discharge)

Warranty  6 Months

Declarations for dangerous goods  No

Total discharge  No, not possible

Housing material  PE

Inner frame  Galvanised steel,
 bottom Stainless steel

Battery control None

Charge/discharge connector Anderson SB50

Weight  15,5 kg

Safety test for the cell battery has successfully  
 passed the CE standards 

testing.
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Technische Daten

Nominal voltage  24 V

Nominal capacity  22 Ah/528 Wh

Internal resistance  ≤11 mΩ

End of charge voltage 29.4 V

End of charge current 220 mA

End of discharge voltage 23 V (by drive controller)

Charge Method  Max 0,25C, VV/VC

Max. continuous charge current 5,5 A

Nominal discarge current 11 A

Max. pulse discharge current 220 A / 10 sec

Discharge temp.  -20° ~ 50° C

Charging temp.  -10° ~ 50° C

Storage temp.  -10° ~ 50° C

Cycle life  500 x (50% discharge)

Warranty  6 Months

Declarations for dangerous goods  No

Total discharge  No, not possible

Housing material  PE

Inner frame  Galvanised steel,
 bottom Stainless steel

Battery control None

Charge/discharge connector Anderson SB50

Weight  15,5 kg

Safety test for the cell battery has successfully  
 passed the CE standards 

testing.

AbmessungenSpecifi cations Lithium LiFePO4Besonderheiten AGM
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Technische gegevens

Nominal voltage  24 V

Nominal capacity  22 Ah/528 Wh

Internal resistance  ≤11 mΩ

End of charge voltage 29.4 V

End of charge current 220 mA

End of discharge voltage 23 V (by drive controller)

Charge Method  Max 0,25C, VV/VC

Max. continuous charge current 5,5 A

Nominal discarge current 11 A

Max. pulse discharge current 220 A / 10 sec

Discharge temp.  -20° ~ 50° C

Charging temp.  -10° ~ 50° C

Storage temp.  -10° ~ 50° C

Cycle life  500 x (50% discharge)

Warranty  6 Months

Declarations for dangerous goods  No

Total discharge  No, not possible

Housing material  PE

Inner frame  Galvanised steel,
 bottom Stainless steel

Battery control None

Charge/discharge connector Anderson SB50

Weight  15,5 kg

Safety test for the cell battery has successfully  
 passed the CE standards 

testing.
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 € 345,—

Battery AGM-VRLA green 
24V / 22Ah

 Item number OPT0110

 € 235,—

Charger (external)
AGM battery 24V / 5A

 Item number OPT0009

 € 485,—

Wall mounted AGM
charger, incl. AGM  
charger 24V / 5A

 Item number OPT0015

 € 635,—
Wall mounted AGM
charger, incl. AGM  
charger 24V / 5A
stainless steel

 Item no OPT0015-RVS

 € 2.250,—

Wall mounted AGM
charger (5x), incl. AGM  
charger 24V / 5A

 Item number OPT0039

 € 2.750,—
Wall mounted AGM
charger (5x), incl. AGM  
charger 24V / 5A
stainless steel

 Item no OPT0039-RVS

 € 250,—

UPGRADE: 
Wall mounting for charger
(for AGM or Lithium)

 Item number OPT0261

OptionsOptions

Batterie AGM-VRLA grün 
24V / 22Ah

 Artikel Nr OPT0110

Ladegerät (extern) für
AGM Batterie, 24V / 5A

 Artikel Nr OPT0009

Ladestation für AGM
Wandmontage

 Artikel Nr OPT0015

Ladestation für AGM
Wandmontage 
(Edelstahl)

 Artikel Nr OPT0015-RVS

Ladestation für AGM
Wandmontage (5x)

 Artikel Nr OPT0039

 € 2.750,—

Ladestation für AGM
Wandmontage (5x)
Edelstahl

 Artikel Nr OPT0039-RVS

UPGRADE zum:
Einzelladestation
(für AGM oder Lithium) 

 Artikel Nr OPT0261

OptionsOptionsOptionen Optionen
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Batterij AGM-VRLA groen 
24V / 22Ah

 Artikel Nr OPT0110

Lader (extern) voor
AGM batterij, 24V / 5A

 Artikel Nr OPT0009

Laadstation AGM
muurmontage

 Artikel Nr OPT0015

Laadstation AGM
muurmontage (RVS)

 Artikel Nr OPT0015-RVS

Laadstation AGM
muurmontage (5x)

 Artikel Nr OPT0039

 € 2.750,—

Laadstation AGM RVS
muurmontage (5x)

 Artikel Nr OPT0039-RVS

UPGRADE naar:
enkelvoudig laadstation
(voor AGM of Lithium) 

 Artikel Nr OPT0261

OptionsOptionsOpties Opties
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 € 94,—

Battery AGM-VRLA block
12V / 22Ah
Item number M0076

DimensionsSpecifi cations AGM

Technical details

Nominal voltage  12 V

Nominal capacity  22 Ah

Internal resistance  ≤11 mΩ

End of charge voltage 14,7 V

End of charge current 220 mA

End of discharge voltage 11,5 V (by drive controller)

Charge Method  Max 0,25C, VV/VC

Max. continuous charge current  5,5 A

Nominal discarge current 11 A

Max. pulse discharge current   220 A / 10 sec

Discharge temp.  -20° ~ 50° C

Charging temp.  -10° ~ 50° C

Storage temp.  -10° ~ 50° C

Cycle life  500 x (50% discharge)

Warranty  6 Months

Declarations for dangerous goods  No

Total discharge  No, not possible

Battery control None

Weight  6 kg

Safety test for the cell battery has successfully 
passed the CE standards 
testing.

Options Options

 € 235,—

Charger (internal)
AGM battery 24V / 5A
+ external indicator
Item number M0246

Batterie AGM-VRLA block
12V / 22Ah
Artikel Nr M0076

DimensionsSpecifi cations AGM

Technische Daten

Nominal voltage  12 V

Nominal capacity  22 Ah

Internal resistance  ≤11 mΩ

End of charge voltage 14,7 V

End of charge current 220 mA

End of discharge voltage 11,5 V (by drive controller)

Charge Method  Max 0,25C, VV/VC

Max. continuous charge current  5,5 A

Nominal discarge current 11 A

Max. pulse discharge current   220 A / 10 sec

Discharge temp.  -20° ~ 50° C

Charging temp.  -10° ~ 50° C

Storage temp.  -10° ~ 50° C

Cycle life  500 x (50% discharge)

Warranty  6 Months

Declarations for dangerous goods  No

Total discharge  No, not possible

Battery control None

Weight  6 kg

Safety test for the cell battery has successfully 
passed the CE standards 
testing.

Options Options

Ladegerät (einbau) für
AGM Batterie, 24V / 5A
+ externes Batterieanzeige 
Artikel Nr M0246

AbmessungenSpecifi cations Lithium LiFePO4Besonderheiten AGM

Optionen Optionen
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Batterij AGM-VRLA blok
12V / 22Ah
Item number M0076

DimensionsSpecifi cations AGM

Technische gegevens

Nominal voltage  12 V

Nominal capacity  22 Ah

Internal resistance  ≤11 mΩ

End of charge voltage 14,7 V

End of charge current 220 mA

End of discharge voltage 11,5 V (by drive controller)

Charge Method  Max 0,25C, VV/VC

Max. continuous charge current  5,5 A

Nominal discarge current 11 A

Max. pulse discharge current   220 A / 10 sec

Discharge temp.  -20° ~ 50° C

Charging temp.  -10° ~ 50° C

Storage temp.  -10° ~ 50° C

Cycle life  500 x (50% discharge)

Warranty  6 Months

Declarations for dangerous goods  No

Total discharge  No, not possible

Battery control None

Weight  6 kg

Safety test for the cell battery has successfully 
passed the CE standards 
testing.

Options Options

Acculader (ingebouwd)
AGM batterij, 24V / 5A
+ externe conditiemeter
Artikel Nr M0246

DimensiesSpecifi cations Lithium LiFePO4Specifi caties AGM

Opties Opties
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 € 157,—

Battery AGM-VRLA
12V / 80Ah
Item number M2102

DimensionsSpecifi cations AGM

Technical details

Nominal voltage  12 V

Nominal capacity  80Ah 960Wh

Internal resistance  ≤11 mΩ

End of charge voltage 14,7 V

End of charge current 800 mA

End of discharge voltage 11,5 V (by drive controller)

Charge Method  Max 0,25C, VV/VC

Max. continuous charge current   20 A

Nominal discarge current 40 A

Max. pulse discharge current  800 A / 10 sec

Discharge temp.  -20° ~ 50° C

Charging temp.  -10° ~ 50° C

Storage temp.  -10° ~ 50° C

Cycle life  500 x (50% discharge)

Warranty  6 Months

Declarations for dangerous goods  No

Total discharge  No, not possible

Battery control None

Weight  22,5 kg

Safety test for the cell battery has successfully 
 passed the CE standards 
 testing.

Options

Options

 € 368,—

Charger (internal)
AGM battery 24V / 10A
+ external indicator
Item number M2134

 € 845,—

Roll-on/off module
Item number OPT0352

 € 2.450,—

AGM Charging station 
roll-on/off (incl. 1 battery 
pack 24V / 80Ah)
Item number OPT0071

DimensionsSpecifi cations AGM

Batterie AGM-VRLA
12V / 80Ah
Artikel Nr M2102

DimensionsSpecifi cations AGM

Technische Daten

Nominal voltage  12 V

Nominal capacity  80Ah 960Wh

Internal resistance  ≤11 mΩ

End of charge voltage 14,7 V

End of charge current 800 mA

End of discharge voltage 11,5 V (by drive controller)

Charge Method  Max 0,25C, VV/VC

Max. continuous charge current   20 A

Nominal discarge current 40 A

Max. pulse discharge current  800 A / 10 sec

Discharge temp.  -20° ~ 50° C

Charging temp.  -10° ~ 50° C

Storage temp.  -10° ~ 50° C

Cycle life  500 x (50% discharge)

Warranty  6 Months

Declarations for dangerous goods  No

Total discharge  No, not possible

Battery control None

Weight  22,5 kg

Safety test for the cell battery has successfully 
 passed the CE standards 
 testing.

Options

Options

Ladegerät (einbau) für
AGM Batterie, 24V / 10A
+ externes Batterieanzeige 
Artikel Nr M2134

Vorbereitung Ladestation
Artikel Nr OPT0352

AGM Ladegerät 
roll-on/off (inkl. 1 Batterie-
satz 24V / 80Ah)
Artikel Nr OPT0071

AbmessungenSpecifi cations Lithium LiFePO4Besonderheiten AGM

Optionen

Optionen
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DimensionsSpecifi cations AGM

Batterij AGM-VRLA
12V / 80Ah
Artikel Nr M2102

DimensionsSpecifi cations AGM

Technische gegevens

Nominal voltage  12 V

Nominal capacity  80Ah 960Wh

Internal resistance  ≤11 mΩ

End of charge voltage 14,7 V

End of charge current 800 mA

End of discharge voltage 11,5 V (by drive controller)

Charge Method  Max 0,25C, VV/VC

Max. continuous charge current   20 A

Nominal discarge current 40 A

Max. pulse discharge current  800 A / 10 sec

Discharge temp.  -20° ~ 50° C

Charging temp.  -10° ~ 50° C

Storage temp.  -10° ~ 50° C

Cycle life  500 x (50% discharge)

Warranty  6 Months

Declarations for dangerous goods  No

Total discharge  No, not possible

Battery control None

Weight  22,5 kg

Safety test for the cell battery has successfully 
 passed the CE standards 
 testing.

Options

Options

Acculader (intern) voor
AGM Batterij, 24V / 10A
+ externe conditiemeter 
Artikel Nr M2134

Voorbereiding Laadstation
Artikel Nr OPT0352

AGM Acculader 
roll-on/off (inkl. 1 Batterij 
blok 24V / 80Ah)
Artikel Nr OPT0071

DimensiesSpecifi cations Lithium LiFePO4Specifi caties AGM

Opties

Opties
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Options OptionsDimensionsSpecifi cations Lithium LiFePO4

Technical details

Nominal voltage  25,6 V

Nominal capacity  36 Ah/921 Wh

Internal resistance  ≤80 mΩ

End of charge voltage 29.2 V

End of charge current 700 mA

End of discharge voltage 20 V (controlled by BMS)

Charge Method  Max 1C, CC/CV

Max. continuous charge current  36 A

Nominal discarge current 50 A

Max. pulse discharge current  100 A / 10 sec

Discharge temp.  -20° / 55° C

Charging temp.  0° / 45° C

Storage temp.  -10° / 45° C

Cycle life  >1.500 x

Warranty  12 Months

Declarations for dangerous goods  Yes (SDS and
 MSDS available)

Total discharge  Yes, is possible

Housing material  PE

Inner frame  Galvanised steel,
 bottom Stainless steel

Battery control Internal build-in battery 
management system

Charge/discharge connector Anderson SB50

Weight  11.5 kg

Safety test for the cell battery has successfully 
passed the CE standards 
testing.
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AbmessungenSpecifi cations Lithium LiFePO4

Technische Daten

Nominal voltage  25,6 V

Nominal capacity  36 Ah/921 Wh

Internal resistance  ≤80 mΩ

End of charge voltage 29.2 V

End of charge current 700 mA

End of discharge voltage 20 V (controlled by BMS)

Charge Method  Max 1C, CC/CV

Max. continuous charge current  36 A

Nominal discarge current 50 A

Max. pulse discharge current  100 A / 10 sec

Discharge temp.  -20° / 55° C

Charging temp.  0° / 45° C

Storage temp.  -10° / 45° C

Cycle life  >1.500 x

Warranty  12 Months

Declarations for dangerous goods  Yes (SDS and
 MSDS available)

Total discharge  Yes, is possible

Housing material  PE

Inner frame  Galvanised steel,
 bottom Stainless steel

Battery control Internal build-in battery 
management system

Charge/discharge connector Anderson SB50

Weight  11.5 kg

Safety test for the cell battery has successfully 
passed the CE standards 
testing.
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Besonderheiten Lithium LiFePO4 DimensiesSpecifi cations Lithium LiFePO4

Technische gegevens

Nominal voltage  25,6 V

Nominal capacity  36 Ah/921 Wh

Internal resistance  ≤80 mΩ

End of charge voltage 29.2 V

End of charge current 700 mA

End of discharge voltage 20 V (controlled by BMS)

Charge Method  Max 1C, CC/CV

Max. continuous charge current  36 A

Nominal discarge current 50 A

Max. pulse discharge current  100 A / 10 sec

Discharge temp.  -20° / 55° C

Charging temp.  0° / 45° C

Storage temp.  -10° / 45° C

Cycle life  >1.500 x

Warranty  12 Months

Declarations for dangerous goods  Yes (SDS and
 MSDS available)

Total discharge  Yes, is possible

Housing material  PE

Inner frame  Galvanised steel,
 bottom Stainless steel

Battery control Internal build-in battery 
management system

Charge/discharge connector Anderson SB50

Weight  11.5 kg

Safety test for the cell battery has successfully 
passed the CE standards 
testing.
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Specifi caties Lithium LiFePO4



 € 1.185,—

Battery Lithium green
(LiFePO4) 25,6V / 36Ah

 Item number OPT0106

 € 260,—

Charger (external)  
Lithium battery 25,6V / 10A

 Item number OPT0013

 € 840,—

UPGRADE (only with new 
machines): Battery Lithium 
(LiFePO4) + charger

 Item number OPT0107

 € 550,—

Wall mounted Lithium
charger, incl. Lithium 
charger 25,6V / 10A

 Item number OPT0023

 € 700,—
Wall mounted Lithium
charger, incl. Lithium 
charger 25,6V / 10A
stainless steel

 Item no OPT0023-RVS

 € 2.500,—

Wall mounted Lithium
charger (5x), incl. Lithium 
charger 25,6V / 10A

 Item number OPT0029

 € 250,—

UPGRADE: 
Wall mounting for charger
(for AGM or Lithium)

 Item number OPT0261
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Options Options

Batterie Lithium grün  
(LiFePO4) 25,5V / 36Ah

 Artikel Nr OPT0106

Ladegerät (extern) für 
Lithium Batterie, 25,6V / 10A

 Artikel Nr OPT0013

Upgrade zum Lithium 
Batterie + Ladegerät

 Artikel Nr OPT0107

Ladestation für Lithium
Wandmontage

 Artikel Nr OPT0023

Ladestation für Lithium
Wandmontage 
(Edelstahl)

 Artikel Nr OPT0023-RVS

Ladestation für Lithium
Wandmontage (5x)

 Artikel Nr OPT0029

UPGRADE zum:
Einzelladestation
(für AGM oder Lithium) 

 Artikel Nr OPT0261

Optionen Optionen
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Batterij Lithium groen 
(LiFePO4) 25,6V / 36Ah

 Artikel Nr OPT0106

Lader (extern) voor
Lithium batterij 25,6V / 10A

 Artikel Nr OPT0013

UPGRADE naar Lithium 
batterij + lader

 Artikel Nr OPT0107

Laadstation Lithium
muurmontage

 Artikel Nr OPT0023

Laadstation Lithium
muurmontage (RVS)

 Artikel Nr OPT0023-RVS

Laadstation Lithium
muurmontage (5x)

 Artikel Nr OPT0029

UPGRADE naar:
enkelvoudig laadstation
(voor AGM of Lithium) 

 Artikel Nr OPT0261

Opties Opties
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DimensionsSpecifi cations Lithium LiFePO4

Technical details

Nominal voltage  25,6 V

Nominal capacity  120 Ah/3072 Wh

Internal resistance  ≤11 mΩ

End of charge voltage 29.2 V

End of charge current Not available

End of discharge voltage 23 V (by drive controller)

Charge Method  Max 1C, CC/CV

Max. continuous charge current 24 A

Nominal discarge current 100 A

Max. pulse discharge current  200 A / 100 m/sec

Discharge temp.  -20° / 55° C

Charging temp.  0° / 45° C

Storage temp.  -10° / 45° C

Cycle life  >1.500 x

Warranty  12 Months

Declarations for dangerous goods  Yes (SDS and
 MSDS available)

Total discharge  Yes, is possible

Housing material  Steel coated

Inner frame  Galvanised steel,
 bottom Stainless steel

Battery control Internal build-in battery 
management system

Charge/discharge connector   Anderson SB120

Weight  33 kg

Safety test for the cell battery has successfully 
 passed the CE standards 
 testing.

OptionsOptions
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DimensionsSpecifi cations Lithium LiFePO4

Technische Daten

Nominal voltage  25,6 V

Nominal capacity  120 Ah/3072 Wh

Internal resistance  ≤11 mΩ

End of charge voltage 29.2 V

End of charge current Not available

End of discharge voltage 23 V (by drive controller)

Charge Method  Max 1C, CC/CV

Max. continuous charge current 24 A

Nominal discarge current 100 A

Max. pulse discharge current  200 A / 100 m/sec

Discharge temp.  -20° / 55° C

Charging temp.  0° / 45° C

Storage temp.  -10° / 45° C

Cycle life  >1.500 x

Warranty  12 Months

Declarations for dangerous goods  Yes (SDS and
 MSDS available)

Total discharge  Yes, is possible

Housing material  Steel coated

Inner frame  Galvanised steel,
 bottom Stainless steel

Battery control Internal build-in battery 
management system

Charge/discharge connector   Anderson SB120

Weight  33 kg

Safety test for the cell battery has successfully 
 passed the CE standards 
 testing.
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AbmessungenBesonderheiten Lithium LiFePO4 OptionsOptions
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DimensionsSpecifi cations Lithium LiFePO4

Technische gegevens

Nominal voltage  25,6 V

Nominal capacity  120 Ah/3072 Wh

Internal resistance  ≤11 mΩ

End of charge voltage 29.2 V

End of charge current Not available

End of discharge voltage 23 V (by drive controller)

Charge Method  Max 1C, CC/CV

Max. continuous charge current 24 A

Nominal discarge current 100 A

Max. pulse discharge current  200 A / 100 m/sec

Discharge temp.  -20° / 55° C

Charging temp.  0° / 45° C

Storage temp.  -10° / 45° C

Cycle life  >1.500 x

Warranty  12 Months

Declarations for dangerous goods  Yes (SDS and
 MSDS available)

Total discharge  Yes, is possible

Housing material  Steel coated

Inner frame  Galvanised steel,
 bottom Stainless steel

Battery control Internal build-in battery 
management system

Charge/discharge connector   Anderson SB120

Weight  33 kg

Safety test for the cell battery has successfully 
 passed the CE standards 
 testing.
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 € 3897,—

 
Battery Lithium  
25,6V / 120Ah (LiFePO4)

 Item number M2911

 € 368,—

Charger (internal)
Lithium battery 25,6V/10A 
+ external indicator

 Item number M0382

 € 3490,—

UPGRADE (only with new 
machines): Battery Lithium  
25,6V / 120Ah (LiFePO4)

 Item number OPT0459

 € 845,—

Roll-on/off module
 Item number OPT0352

 € 6.990,—

Lithium Charging station 
roll-on/off (incl. 1 battery 
pack 25,6V / 120Ah)

 Item number OPT0460

 
Batterei Lithium  
25,6V / 120Ah (LiFePO4)

 Artikel Nr M2911

Ladegerät (einbau)
Lithium batterei 25,6V/10A 
+ externes Batterieanzeige

 Artikel Nr M0382

UPGRADE (nur mit neue 
machinen): Batterie Lithium  
25,6V / 120Ah (LiFePO4)

 Artikel Nr OPT0459

Vorbereitung Ladestation
 Artikel Nr OPT0352

Lithium Ladegerät 
roll-on/off (ink. 1 Batterie-
satz 25,6V / 120Ah)

 Artikel Nr OPT0460

 Batterien und Ladegeräte       |      9

OptionenOptionen

 
Batterij Lithium  
25,6V / 120Ah (LiFePO4)

 Artikel Nr M2911

Acculader (intern)
Lithium batterij 25,6V/10A 
+ externe conditiemeter

 Artikel Nr M0382

UPGRADE: 
Batterij Lithium  
25,6V / 120Ah (LiFePO4)

 Artikel Nr OPT0459

Voorbereiding Laadstation
 Artikel Nr OPT0352

Lithium Ladegerät 
roll-on/off (ink. 1 Batterie-
satz 25,6V / 120Ah)

 Artikel Nr OPT0460

 Batterijen en opladers       |      9

OptiesOpties
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